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Switching power supply

Nipron Co., Ltd.
2-57 Ohama-cho, Amagasaki-shi, Hyogo-ken 660-0095
Japan

Nipron Co., Ltd.
2-57 Ohama-cho, Amagasaki-shi, Hyogo-ken 660-0095
Japan

Nipron Co., Ltd.
2-57 Ohama-cho, Amagasaki-shi, Hyogo-ken 660-0095
Japan

3.4A-1.4A 100-240V AC 50/60Hz

Nipron

PC1U-300P.....

Cl. I. DC-output : 14A +5V, 16A 3.3V, 16A +12V1, 10A +12V2, 0.5A -12V,
2A +5VSB. The symboils “.” in type designation may be hyphen, any
alphanumeric character or blank and denotes with or without 3.3V (With
3.3V: PC1U-300P....., Without 3.3V: PC1U-300P..1..) and type of output and
customer’s usage, not affecting to the safety.

ITAV EN 62368-1:2014;A11

This certificate documents conformity with the standards shown, and also applies as license for
use of Nemkos name and certification mark. The certificate and license is valid as long as the
applicable conditions are complied with, and provided that any changes to the product are notified
to Nemko for acceptance prior to implementation.

New standards or amendments to the standards may imply that the product design must be
updated and/or that re-testing and re-certification is necessary.

Compliance with requirements regarding building-in, protection against electric shock and
Electromagnetic Compatibility (EMC) must be checked when the equipment is built-in a completed
product or forms a part of a complete system.

No additional models
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